L

100104 STANDARD SEALS - F NPT

TWP-way ball valve

Drive: Inox lever

Connection: NPT female/female thread
Flow: Full

Material: Aisi 316L (1.4404)

Measure: from 1/4” to 4”

Seals: Modified Virgin P.T.F.E.
Operating temperature: -20°C +170°C
Outer finish: Polished

On request:

Antistatic device ATEX Il 2 G-D T4 zone 1-21

M.O.C.A. CE 1935/2004

+ Seals made of:

PTFE with glass -20°C+170°C

PTFE with carbographite -20°C+180°C

PTFE with inox -20°C+200°C

UHMW High-molecular weight polyethylene -20°C+80°C
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ﬂ MATERTIAL

AlISI 316L
AlISI 316L
AlISI 316L
AlISI 316L
PTFE Vergine Modificato

PTFE

PTFE

PTFE

FKM

AISI 304L (303)

AISI 304L
AISI 304L
AISI 304L

DUROPLAST (PF)

LI
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Diagramma Pressione/Temperatura

Ptfe + Inox -20°,+200°C
Ptfe + Carbografite -20°,+180°C

Ptfe Vergine Modificato -20°,+170°C
Ptfe + Vetro -20°,+170°C
Uhmw -20%,+80°C

g

psi

§§§§§§§§§§§§§§§§

s o
Pressure / Temperature Diagram

f Ptfe + Inox -4°,+392°F
Ptfe + Carbographite -4°,+356°F
x Ptfe Modified Virgin -4°,+338°F

Ptfe + Glass -4°,+338°F

NN

4 16 36 56 76 96 116 136 156 176 196 216 236 256 276 296 316 336 356 376 396 416
°F
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