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CF317 PLATE HEAT EXCHANGER 
heat exchanger solution 

CF317 plate heat exchanger with gasket is designed with many plates 
combined with sealing gaskets, applying heat energy exchange from one 
fluid to another with maximum efficiency. The heat exchanger meets and is 
widely used in many industries. Along with the advantages of high efficiency, 
compact, easy to disassemble, clean and sterilization.  
Specifications 

Plate material in AISI316 / Titanium, Other materials available on request 
Frame: Carbon steel / Stainless steel  
Gasket material NBR, EPDM and Viton 
Pressure design PN16, PN25 
Operating temperature from -30°C up to 180°C (depend on sealing 

material) 
Max flowrate cool stream 42 m3/hr 
Connections size from DN50 
Connection type flanged DIN, ANSI, threaded BSP, NPT, PT 
 

Benefits of our Technology                                                
• High energy transfer coefficient, efficient heating 
• High turbulent flow, low pressure drop 
• Continuous flow and short fluid residence time 
• Increased flow efficiency and lower risk of clogging 
• Eliminate flow dead spots 
• Low possibility of leakage between two fluids 
• Compact, space-saving 
• Low investment and operating costs 
• Easy installation and maintenance 
 
Customers sectors 

• Hospitals & Hotels 
• Food Processing Plants 
• Pharmaceutical Industry 
• Chemical Industry 
• Manufacturing Industry 
• Oil & Gas Industry 
• Paper & Pulp Industry 

• Sugar plant 
• Commercial Laundries 
• Power Plants 
• Beverage Industry 
• Textile Industry 
• And many mores. 

 
Dimensions (mm) 
 
 
 
 
 
 
 
 
 
 
 
 
 

Typical application 
• Heating system 
• Cooling system 
• Heat recovery 
• Data center 
• Others  

Construction standards 
• EN13445 
• ASME sec VIII, Div. 1 
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Process information input 
 

Information COLD STREAM HOT STREAM 
Fluid Name*     
Fluid state*     
Flowrate* (m3/hr)     
Density (kg/m3)     
Flowrate (kg/hr)     
Temperature inlet* (°C)     
Temperature outlet* (°C)     
Operating Pressure* (bar)     
Max. Pressure drop requested (bar)     
Construction material frame     

 
 

 
 
 

 
 

 


