
WCB WC6 WC9

WCB WC6 WC9

A105 F11 F22

Graphit Graphit Graphit

WCB WC6 WC9

F6 F6 F6

Graphite Graphite Graphite

other materials on request

Size 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16"

L BW 216 254 305 356 432 508 660 787 914 991 1092

L RF 368 419 381 457 610 737 838 965 1029 1130

L RTJ 371 422 384 460 613 740 841 968 1038 1140

H2 500 500 550 720 800 880 1100 1300 1450 1665 1915

Weight 51 59 75 138 185 308 525 903 1370 1568 1890

Size 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16"

L BW short 216 254 305 406 483 559 711 864 991 1067 1194

L RF 368 419 470 546 673 705 832 991 1130 1257 1384

L RTJ 371 422 473 549 711 841 1000 1146 1276 1407

H2 500 500 550 720 800 880 1100 1300 1450 1665 1915

Weight 51 59 85 145 195 325 550 950 1440 1610 1980

bigger size or higher pressure class on request

Packing

Dimension
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All of our valves are subject to a steady technological progress and improvement. So details might change without prior notification.

Stem

Gate Valve, Pressure Seal Bonnet P15.xxx.AJ

Bill of material
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Body

Bonnet

Segmented ring

Cover gasket

Wedge
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High Pressure Gate Valve, Pressure Seal Bonnet

Figure P15.xxx.AJ

full bore

cast steel

flexible split wedge

advanced pressure seal design with 99,85% graphite and SS caps

wide seat surface

long yoke with mechanical indicator 

ISO 5210 connection

yoke nut with strong needle bearings

packing system with 99,85% graphite and SS caps

seat ring and wedge with stellite overlay

option: parallel slide disc

Temperature -10°C bis 580°C

Pressure-Temperature Rating: ASME B16.34

Material: Carbon, Low Alloy

Face-to-Face dimension: ASME B16.10 - short pattern

Inspection: API598, DIN 3230 Teil 3

Connection: Flanged ends acc. ASME B16.5

Buttwelding ends in acc. ASME B16.25

Hand wheel

Bevel gear

Electric actuator

Operation:

Size 3" - 16" ASME Class 900 - 1500

Industries: Powergeneration

Design:

Technical information:
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