550142 INTEGRAL SEALS_BUTT-WELDING IN
ACCORDING TO DIN 11850

TWO-way ball valve, “Integral Seal” Three Pieces, revolving round sleeves
Drive: Inox lever

Connection: Butt-welding in according to DIN 11850

Flow: Full

Material: Aisi 316L (1.4404)

Measure: from DN10 to DN100

Seals: Virgin P.T.F.E.

Operating temperature: -20°C+160°C

Outer finish: Polished

Onrequest:
Antistatic device ATEX |l 2 G-D T4 zone 1-21
M.O.C.A. CE 1935/2004
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Diagramma Pressione/Temperatura

Ptfe Vergine -20°,+160°C
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Pressure / Temperature Diagram

Ptfe Virgin -4°,+320°F

-4 16 36 56 76 96 116 136 156 176 196 216 236 256 276 296 316 336
°F

Office : 028.73.012.032, 115/49 Thanh Loc 37, An Phu Dong ward 71516, Ho Chi Minh city, Viet Nam
Email: sales@tlplus-engineering.com, Website: https://tlplus-engineering.com/

4/4


mailto:sales@tlplus-engineering.com
mailto:sales@tlplus-engineering.com
mailto:sales@tlplus-engineering.com
https://tlplus-engineering.com/
https://tlplus-engineering.com/
https://tlplus-engineering.com/

