
 

Gate Valve, Bolted Bonnet 

Size 2" - 40" ASME Class 150 - 2500 

Figure P02.xxx.AC 

 

Industries: Petrochemical, Refining, Chemical 

 

 

 Design:  

API600  

cast design  

screwed or welded in seat rings  

flexible wedge  

spiral wound or RTJ gasket  

 

 

 

 

 Technical information:  

Temperature  

Pressure-Temperature Rating: ASME B16.34 

Material: Carbon Steel, Alloy Steel, Stainless Steel 

Face-to-Face dimension: ASME B16.10 

Inspection: API598, DIN 3230 Teil 3 

Connection: Flanged ends acc. ASME B16.5 

 Buttwelding ends in acc. ASME B16.25 

 Operation:  

Hand wheel  

Bevel gear  

Electric actuator  
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Gate Valve, Bolted Bonnet P02.xxx.AC 
 

 

 Bill of material  
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Body WCB WC6 C5 LCB CF8M 

Bonnet WCB WC6 C5 LCB CF8M 

Cover gasket Graphit Graphit Graphit Graphit Graphit 

Wedge WCB WC6 C5 LCB CF8M 

Stem F6 F6 F6 F316 F316 

Packing Graphite Graphite Graphite Graphite Graphite 

other materials on request 

 
 Dimension  

 

 s
 Size 2" 3" 4" 6" 8" 10" 12" 14" 16" 20" 24" 28" 30" 32" 
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L RF 178 203 229 267 292 330 356 381 406 457 508 610 610 660 

H1 390 480 590 770 960 1150 1360 1510 1710 2150 2550 3000 3150 3300 

 

 s
 Size 2" 3" 4" 6" 8" 10" 12" 14" 16" 20" 24" 28" 30" 32" 
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L RF 216 283 305 403 419 457 502 762 838 991 1143 1245 1397 1524 

H1 410 510 620 810 1000 1210 1420 1600 1750 2200 2600 3150 3205 3700 

 
 Size 2" 3" 4" 6" 8" 10" 12" 14" 16" 20" 24" 28" 30" 
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 L RF / BW 292 356 432 559 660 787 838 889 991 1194 1397 1549 1651 

L RTJ 295 359 435 562 663 790 841 892 994 1200 1407   

H1 420 520 650 850 1050 1250 1450 1620 1800 2250 2640 3200 3370 

 
 Size 2" 3" 4" 6" 8" 10" 12" 14" 16" 20" 
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 L RF / BW 368 381 457 610 737 838 965 1029 1130 1333 

L RTJ 371 384 460 613 740 841 968 1039 1140 1343 

H1 500 610 700 1000 1150 1380 1640 1950 2100 2450 

 
 Size 2" 3" 4" 6" 8" 10" 12" 14" 16" 
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 L RF / BW 368 470 546 705 832 991 1130 1257 1384 

L RTJ 371 473 549 711 842 1001 1146 1276 1406 

H1 500 610 700 1000 1150 1380 1640 1950 2100 

bigger size or higher pressure class on request 

All of our valves are subject to a steady technological progress and improvement. So details might change without prior notification. 
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